



Here’s to many 
happy hours with 
your new sewing 
machine! 


You arc now the owner of one of ihe most modern 
and casy-lo-use sewing machines on the market. It is 
our sincere wish that your new Viking will come 
up to all your expectations and will give you good 
service for many years. 

This booklet is presented in order to help you get 
Ihe most out of many plcicsant hours wiih your 
machine. 

Wishing you every success with your new Viking. 


HUSQVARNA 
VAPENFABRIKS 
AKTIEBOLAG 

HUSKVARNA - SWEOEN 

In countries other than the USA and the UK, the 
Viking is sold under the name of Husqvarna. Techni¬ 
cally the machines are identical and for practical rea- 
•sons the illustrations in the manual show the Hus¬ 
qvarna. 
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I cord 

I Before plugging in, see that the 
j mains voltage is the same as that 
of the machine. The machine's 
I voltage is given on a plate at 
j the back of the motor. 

■ 

! 


I 

I Connecting the foot 
! control 

; In.sert the foot control plug into 
I the socket at the back of the 
j machine and set the foot con- 
j trol in place under the sewing 
I table. 


! Place the foot eontrol so that 

■ the foot rests on it comfortably. 
; l.ow-heeled shoes are most siiit- 
! able. Start the machine by 
j gently pressing down the foot 

control. Remember that you ne- 
j ver need to assist or brake the 
! machine with the hand wheel 
; while sewing. The speed of the 
! machine is regulated solely by 
increasing or releasing pressure 
I on the foot control. Neither 
! should you try to increase the 
; feeding by pulling the fabric 
behind the needle or slow it 
down by pulling the fabric in 
front of the needle. The foot 
control may perhaps become 
slightly warm during use. This 
i is not a cause for worry since 

■ the resistor which is built into 
j the ftHit control gives off heat. 
I especially at low speeds. 





The light switch for the lamp 
is on the underside of the ma¬ 
chine's upper arm. 


'Ihere is a projection which 
may he used to lower the lamp 
on the left side of the lamp 
guard. This is good for hand 
sewing, threading the needle or 
for detail work. To change the 
light bulb, see the chapter 
’’Care of the Machine". 


Removing the bobbin 
case from the shuttle 

First see that the needle is in 
its highest po.sition. (Turn the 
handwheel towards you), l.ilt 
the shuttle door upwards. 


The bobbin case can be remo¬ 
ved. when the latch has been 
pushed forward. As long as the 
latch is kept in this position, the 
bobbin will remain in the ca.se. 
When you release the latch, the 
bobbin will be released. 


If there is sufficient thread on 
the bobbin, replace the case 
with the ’’arrow head point” 
in the recess on the gripper 
plate. Close the shuttle door. 
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Do you have the right thread? 

To obtain the best sewing results, it is very important to use the 
correct thread and needle for the fabric to be sewn. An old rule 
says that you should use cotton thread for cotton and linen fa¬ 
brics, silk thread for silk and woollen fabrics. Accordingly, synthe¬ 
tic thread should he used for the new synthetic fabrics and this 
type of thread has also begun to be available. If you use synthetic 
thread, it should he spun thread but at present it must be said 
that the synthetic threads do not give fully satisfactory results 
and we therefore recommend the use of cotton thread. All cotton 
thread used for machine sewing .should be mercerized. It is softer 
and smoother and also more lu.sirous than the unmercerized thread. 
A special embroidery or darning thread (w'hich is two-corded in- 
.stead of three-corded like ordinary sewing thread) should be used 
for decorative stitching. If po.ssible, embroidery thread should also 
be u.sed for buttonholes (No. 50 gives the very best results) and it 
is also suitable for decorative stitching and overcasting very sheer 
fabrics. Always use the same thread for upper and lower threads. 
The sizes of thread and needle to be used are shown on the table 
on the ne.xt page. This table also shows that the higher number a 
thread has, the finer it is but with needles it is just the opposite: 
the higher the number, the coarser the needle. With regard to the 
choice of a needle, it may be said that No. 90 is a general-purpose 
needle which can be u.sed for most fabrics but for sheerer fabrics 
and finer thread, a finer needle should also be used. The primary 
reason for choosing a finer needle for sheer and tightly woven 
fabrics is that the threads in the weave are damaged by a coarse 
needle. Obviously a coarser needle which will withstand the 
greater strain must be used for very heavy and stiff fabrics. 
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Lniler the table at the front 
there is a type-plate with an 
illustration of a needle and stat¬ 
ing the no. of the needle sy¬ 
stem, which is 705. 


Changing the needle 

Loosen the needle clamp screw 
and remove the needle which is 
to be changed. The flank of the 
needle has a flat side — turn it 
away from you and push the 
needle up into the needle stK- 
ket. It should he inserted as far 
as the built in stop. Tighten the 
screw and the needle is held 
firmly. 



Table for selecting needle and thread 



Sewing 

thread 

English 

No. 

Coloured 

sewing 

thread 

No. 

Delicate fobrics such os 
fine silk and linen, batiste 
voile, organdie, tulle and 
sheer nylon fobrics 

60 - 


light-weight to medium 
fobrics — poplin, pique 
taffeta, woollens, muslin, 
plastic ond heavy nylon 
fabrics 

50 60 

26 

Medium-weight fabrics, 
sheeting, cotton twill, 
velveteen, light-weight 
droperies, jersey and 
thin leather 

40 50 

26 

Heovy fabrics — heavy 
woollens and suiting, 
heavy sheeting and 
woven plastic material 

40 


Very heavy stiff fabrics, 
such us wind proofed 
material and khoki drill 

30 


Extra heavy work 




Silk 

thread 


100/3 


1003 


Embroidery 
threod or 
Darning 
threod 


60- 


40 50 


30-50 


20 


The above table shows combinations of needle and thread which are 
most suitable in each particular cose. 
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Place a spool of thread on the 
spool pin. Run the thread 
through the thread guide at the 
face plate, further through the 
thread guide at the hand wheel, 
then between the tension discs 
in the tension device at the 
table. 

Place the bobbin on the bobbin 
spindle which is pressed in at 
the same time. This automati¬ 
cally disengages the machine. 
Wind the thread around the 
bobbin two or three times clock¬ 
wise aiul start the bobbin wind¬ 
ing by pressing the foot con¬ 
trol, and wind at a moderate 
speed. Stop winding before the 
bobbin is completely filled — 
abt. 1/32" (1 mm) from the 
edge, ihe spindle automatically 
engages the sewing mechanism 
again, when the bobbin is pull¬ 
ed off. 




If you notice that the bobbin is 
winding unevenly as in Figure 
1, turn the thread tension de¬ 
vice clockwise with the aid of 
the heavier screwdriver until 
the winding becomes even. 


I 


II 


Ill 



If the winding looks like Figure 
II, check to sec if the bobbin 
is properly pressed in on the 
spindle. If this is correct, turn 
the thread tension device coun¬ 
ter-clockwise until the winding 
becomes even. Figure 111 shows 
a correctly wound bobbin. 
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When the bobbin winding is 
ready place the bobbin beside its 
case. Notice which way the 
thread runs. Place the bobbin 
in its case without turning it 
around. 


Threading the lower 
thread 

Slide the thread into the slot on 
the edge of the bobbin case. 



'I'he thread is pulled in under 
the ten.sion spring. Also check 
that the bobbin rotates in the 
direction of the tirrow when the 
thread is pulled. 


Tension of lower thread 

If it is necessary to adjust the 
tension of the lower thread, 
take out the small screwdriver 
from the accessory box. Fit it 
in the larger screw on the ten¬ 
sion spring and turn it not 
more than I 10th of a turn to 
the left if the thread tension is 
too hard, to the right if it is too 
loose. 
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(cont.) 

Sot the bobbin Citsc in place 
with the projection straight up. 
Press the bobbin case slightly 
so that it comes into the cor¬ 
rect position. Shut the shuttle 
door. 


Threading the upper 
thread 

In the accessory box you will 
find a spool of thread which 
was used to test your machine. 
More details about thread are 
to be found in the chapter "Do 
you have the right thread?" 
Make sure that the prcsser foot 
is raised. Place the spool of 
thread on the left-hand spool 
pin and thread for sewing. 


Place the thread in the thread 
guide on the "upper arm". Then 
draw the thread to the left and 
down around the thread guide. 


Now continue threading by 
drawing the thread through one 
of the eyes of the thread take 
up lever. Then pull the thread 
through the thread guide coil. 
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Bringing up the lower | 
thread j 

The lower thread is brought up j 
by turning the hand wheel to- I 
ward you until the needle goes I 
down once and then up again. | 
Then pull the upper thread eare- 
t'ully toward you and the loop 
which draws up the lower thread 
is easily caught. Do not pull the 
thread before the needle has 
returned to its highest position. 
Neither should you pull the up¬ 
per thread too hard as this may r 
bend the needle. i 

I 

i 

I 

1 

I 

Pull the threads about 6" (15 
cm.) toward the rear. If the 
thread ends are too short, the 
thread may glide out of the eye 
of the needle when you begin to 


thread actually lies behind the 
black thread guide up on the 
needle bar. Thread the needle 
from the front. 









On the back of the presser bar 
you will find a notch, the 
thread cutter, which makes it 
easy for you to cut off the 
threads. 


'Pension of upper thread 

It is very important to have the 
correct thread tension when se¬ 
wing. Ytni can .see the knob 
which regulates the tension in 
the picture at the left. It is gra¬ 
duated from 0 to 10 and equip¬ 
ped with a stop. Normal thread 
tension is obtained by setting 
the pointer at the red spot. 
Your machine has been tested 
with the thread which accom¬ 
panies it and with the thread 
tension knob set at the red 
spot. It may be necessary to ad¬ 
just the thread tension some¬ 
what if you use thread of ano¬ 
ther thickness. 


In order to easily understand 
the importance of correct thread 
tension, you can try different 
thread ten.sions by sewing on a 
scrap of cloth. Begin by using 
an e.xce.ssively loose tension, i.e., 
you turn the thread tension knob 
upwards as far as it will go. 
LiK)k at the cloth and you will 
find the lower thread lies 
straight and the upper thread 
is drawn into the lower side. If 
you turn the knob downward, 
the opposite tKcurs. Ihe upper 
thread lies straight and the lo¬ 
wer thread comes up in loops 
on the top of the cloth. 

The thread tension is correct 
when the threads interlock in 
the middle of the layer of ma¬ 
terial. Before starting to sew, 
check the ten.sion by .sewing on 







ihe thread tension knob for the 
tension to be used for making 
buttonholes. This is al.so most 
suitable for close pattern stitch¬ 
ing, monogramming, embroider¬ 
ing, etc. 


Straight stitching 

is the most common tjpe of 
stitching. Fhe machine should 
be set as follows: The left-hand 
knob is used to set the starting 
position of the needle. This is 
u.seful in making buttonholes, 
sewing on buttons, etc. but for 
ordinary sewing, it should be 
set on the middle position. The 
upper right-hand knob, the stitch 
length knob, is graduated from 
0 to 4. The nticrograduating 
between 0 and 0.5 allows pre¬ 
cision setting. Set it at the desi¬ 
red stitch length, normally 2. 
The lower knob, the stitch 
width knob, should be on 0 for 
straight stitching. 


The picture shows how to be¬ 
gin about '/4" (1—2 mm) in 
from the edge of the fabric in 
order to prevent it from being 
drawn into the needle hole. To¬ 
wer the presser foot. Always 
begin sewing with the needle 
down in the fabric and finish 
with the needle up out of the 
fabric. This prevents the needle 
from being bent or broken. 
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(cont.) 
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The illustration shows straight 
stitching with different stitch 
lengths. 


Reverse stitching 

In the middle of the stitch 
length knob is a button which 
is intended for reverse stitching. 
If you press the button in and 
up, the macliine will sew in re¬ 
verse but will revert to sewing 
forward as soon as you release 
the button. For more e.xtensive 
reverse stitching, you can lock 
the button by pressing it in and 
down. It is released when you 
press it upvsards. 


Presser foot for straight 
stitching and zigzag 
stitching 

I'he presser foot which is fitted 
on the machine at delivery is 
used for straight stitching, zig¬ 
zag stitching and a number of 
other stitches. As you can see, 
it has different notches which 
can be used as guides when sew¬ 
ing. If you wish to have a seam 
allowance of about U" (7 
mm.), let the material run even 
with the outer edge of the pres¬ 
ser foot. By moving one step 
inwards, you will have a seam 
allowance of about Vaa" (4 
mm.). The innermost notch gi¬ 
ves a seam allowance of about 
7J' (2 mm.). 

Edge guide 

You can easily sew with wider 
seam allowances with the aid 
of the edge guide which you 
will find in the accessory bo.\. 
Ihe edge guide is inserted 
through the hole in the presser 
bar and is secured to the bar by 
means of an attachment screw 
which is found in the accessory 
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Most of the presser feet which 
accompany the machine have 
the form of loose soles which 
are held in place on the presser 
foot by a spring. If you wish to 
change the presser foot, first 
make sure that the needle is in 
the highest position. (Turn the 
hand wheel toward you.) Re¬ 
move the presser foot by draw¬ 
ing it toward you while pre.vs- 
ing slightly downward. 


Slide the new presser foot over 
the front edge of the bracket 
as shown in the illustration. 
There is a spring on the lower 
end of the bracket. Slide on the 
presser foot so that the round 
transverse pin on the presser 
foot fits into the space between 
the bracket and the spring. 1 hen 
press lightly backward and 
downwtird and the presser foot 
will come into the correct posi¬ 
tion. 


Certain presser feel cannot lx; 
constructed at loose soles and 
then the bracket must also be 
changed. Make sure that the 
needle is in its highest position. 
Then loosen the retaining screw 
with your left hand (use the 
screwdriver if it is too tight) 
and remove the presser foot 
with your right hand. 


Attaching zip fasteners 

Haste the opening together with 
long stitches and light tension on 
the upper thread. Leave about -'A " 
t2 cm.) o|x;n at the beginning of 
the opening. Press the seam open 
and baste the zipper on the under¬ 
side of the seam. 

Set the machine for straight .stitch¬ 
ing and bring the needle to its 
highest position. Change to the 
zipper foot (41 11 483). It is ad¬ 
justable by means of a screw 
located at the rear. Loosen the 
screw and move the presser hH>t 
to the left so that the needle passes 
through the notch on the right side 
of the presser foot. 

Hlep I 

Open the zipper about % " (2 cm.) 
and stitch down the left side. Stop 
with the needle down in the fabric 
after stitching a bit and lift the 
presser foot. Close the zip(x;r, lo¬ 
wer the presser fotrt and stitch 
down to the end of the zipper. 
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(coni.) 

Step 2 

Bring the needle into its highest 
position, loosen the screw anil 
move the presser foot to the 
right so that the needle passes 
through the notch on the left 
side of the presser foot. Siew the 
right side in the same way as 
the left. Finish off with a seam 
which connects the two long 
seams. Remove the btisting 
threads. 


Zipper attached under 
front edge of opening 
(concealed zipper) 

Raise the needle into the high¬ 
est position. Attach the adjust¬ 
able zipper foot and .set it so 
that the needle pas.ses through 
the notch on the right side. 
Baste the opening together with 
long stiches and light tension 
on the upper thread. Leave 
about ->4 " (2 cm.) open at the 
beginning of the opening. Fold 
the seam allowance on the low¬ 
er fabric about Vb," (2 mm.) 
from the basted scam and stitch 
it to the right edge of the zip¬ 
per, but turn the work and sew 
from the bottom up. The zipper 
should be closed from the be¬ 
ginning but stop sewing with 
the needle down in the fabric 
about •)4 " (2 cm.) from the end, 
raise the presser fool and open 
the zipper so that the slide 
comes behind the needle. Lower 
the presser foot and finish sew¬ 
ing. 

Loosen the screw on the pres- 
scr foot and move it to the 
right of the needle. Turn the 
garment and stitch the other 
side of the zipper from the 
right side. Begin with a seam 
straight across the lower edge 
and then stitch from the bottom 
up. Remove the basting threads. 









Aig/ag stiicning 
Practica 

When you go over to zigzag 
stitching, you must make the 
acquaintance of another knob 
- the stitch width knob. Make 
sure that the regulator knob 
is set on the middle symbol 
and that the stitch selector is 
set on zigzag symbol. The stitch 
width knob is graduated from 
0 to 4. Try out the various 
stitch widths on a scrap of ma¬ 
terial. I he width and length 
of the stitch may be altered 
while the machine is running. 
However, if the machine is 
standing still, the needle must 
be at the highest position when 
you adjust the stitch width 
knob. You can set the needle 
in the highest position by turn¬ 
ing the han wheel toward you. 


Zigzag stitching 
Combina 

When you go over to zigzag 
stitching, you must make the 
acquaintance of another knob 
— the stitch width knob. 
Make sure that the regulator 
knob is set on the middle sym¬ 
bol. The .stitch selector which is 
on the back of the machine, 
should be set on zigzag. If this 
is not the case, be sure that the 
stitch width knob is set on 0 
and turn the stitch selector so 
that the zigzag symbol comes 
opposite the white dot. The 
stitch width knob is graduated 
from 0 to 4. Try out the va¬ 
rious stitch widths on a scrap 
of material. The width and 
length of the stitch may be al¬ 
tered while the machine is run¬ 
ning. However, if the machine 
is standing still, the needle must 
be at the highest position, when 
you adjust the stitch width 
knob. You can set the needle 
in the highest position by turn¬ 
ing the hand wheel toward you. 
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Zig-zag 

When you go over to zigzag 
stitching, you must make the 
acquaintance of another knoh 
the stitch width knob. 
Make sure that the regulator 
knob is set on the middle sym¬ 
bol. The stitch width knob is 
graduated from 0 to 4. Try out 
the various stitch widths on a 
scrap of material. The width 
and length of the stitch may be 
altered while the machine is 
running. However, if the ma¬ 
chine is standing still, the need¬ 
le must be at the highest posi¬ 
tion, when you adjust the stitch 
width knob. You can set the 
needle in the highest position 
by turning the hand wheel to¬ 
ward you. 


Thread tension 

Before you begin to use the 
zigzag stitch, check that the 
thread tension is the same as 
when you did straight stitching. 
Use a scrap of material to see 
how’ the stitches look if you set 
them on the loosest, upper pic¬ 
ture, respectively the hardest, 
middle picture, thread tension. 
The correct thread tension will 
look like that in the lower 
picture. 


You can make any number of 
combinations of stitch width 
and stitch length. This is shown 
clearly in the illustration. 
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I he aiijusiment nuist he adapted 
to the I'ahric you wish to sew. 
I or example, for a medium- 
vveiglit woollen material. 2 in 
length and in width wouki 
be suitable. The result of this 
is shown in the pieture. See 
that the needle catehes the edge 
of the fabric. You can overcast 
each edge individually or, if 
the seam allowance is narrow, 
you can put the edges together 
and overcast them together. The 
edges should be trimmed be¬ 
fore overcasting. 


Three-Step zigzag 

You have now come to three- 
step - the practical stitch with 
many different uses — among 
others you can use it frrr sewing 
iti jersey, knitwear and terry 
cloth. 


Three-Step zigzag 
Practica 

First check that stitch former 
A is in the machine. If it is not. 
proceed as follows: Turn the 
hand wheel toward you till the 
needle reaches its highest po¬ 
sition. .Set the stitch width knob 
on 0 and the stitch selector on 
5 and change to seam former 
A. 'then set the stitch selector 
on .1 for threestep zigzag, stitch 
length on I and the stitch width 
knob on 4. 


Three-step zigzag 
Combina 

When setting the stitch selector, 
make sure that the stitch width 
knob is on 0. Set the stitch se¬ 
lector on the back of the ma¬ 
chine so that the symbol for 
three-step zigzag comes oppo¬ 
site the white dot. Then set the 
stitch length 1 and the stitch 
width 4. 






rraciica 

Combina 

(cont.) 


ONcrcasling in jersey should be 
done with three-step zigzag be¬ 
cause it is more elastic in its 
characteristics. The straight seam 
should also be replaced by a 
more elastic stitch, such as zig¬ 
zag with it stitch length of I 
and a stitch width of I —1.5. 


In terry cloth, seams should be 
overcast with three-step zigzag. 
It is even better and stronger if 
you stitch the scams dow n onto 
the garment. F.ven though the 
stitching goes through on the 
right side of the fabric, it is 
hardly noticeable. Terry cloth 
can also be hemmed in the same 
way with three-step zigzag. 
'I'he illustration shows a seam 
sewed with straight stitching 
where the seam allowances have 
been stitched in the manner 
described. 'Ihc arrow shows 
stitching sewn with thread the 
same colour as the fabric. 


The edges of thin, easily fray¬ 
ed fabrics have a tendency to 
pucker when overcast with or¬ 
dinary zigzag. Three-step zig¬ 
zag is suitable for such fabrics. 


Ihree-step zigzag is also suit¬ 
able for overcasting heavy fa¬ 
brics. You should sew a double 
row of stitching in order to 
fasten the coarse threads in the 
weave. 
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is the stitch which c-nables you 
to hem skirts, for example, 
without the stitches showing on 
the right side. As you can see 
on the folding sketch, it con¬ 
sists of four straight stitches 
and one zigzag stitch. 


Blindstitching 

Practica 

Blindstitching is found on seam 
former A. Set the stitch .selec¬ 
tor on 2. Make sure that the 
regulator knob is set on the 
central position. Choose the 
stitch length 1 to 2, depending 
on the quality of the material. 


Blindstitching 

Combina 

Blindstitching is set with the 
knob on the back — the stitch 
selector according to the centre 
figure. Make sure that the re¬ 
gulator knob is set on the cen¬ 
tral position. Choose the stitch 
length depending on the quality 
of the material. 






(cont.) 

You will find the so-called 
hemming plate (41 12 522) in 
the accessory box. Loosen the 
presser loot screw a little and 
slide in the hemming plate as 
shown in the picture. Tighten 
the presser foot screw and make 
sure that the hemming plate sits 
squarely down on the presser 
foot. The plate serves as an 
edging guide. 

hold the fabric as shown in 
the sketch and then set the 
knobs as .shown in the picture, 
stitch length 2—2.5 and stitch 
width 2.5—3. Ihe adjustment 
is an average setting which 
implies that you can decrease 
or increase the length of the 
stitches if you wish to vary the 
distance between the catches. 
Before you begin to sew, en¬ 
gage the reduction gear and be 
certain that the folded edge 
follows the hemming plate. The 
width of the stitch can also be 
varied. The upper picture shows 
how the stitch does not reach 
the edge of the fabric. The 
stitch width must then be in¬ 
creased or you must check to 
see that the edge of the fabric 
exactly follows the hemming 
plate. 

In the next picture the width 
of the stitch has been increased 
too much which has caused an 
e.xcessive "bite” in the fabric. 
A correctly sewn blind hem 
should look like the lower pic¬ 
ture. The stitch catches only one 
thread of the folded edge. By 
using thread of the same colour 
as the fabric the result will be 
virtually ’’invisible”. 




Elastic blindstitch 
Practica 

bas small zigzag stitches bet¬ 
ween the larger zigzag stitch. It 
is used for hemming elastic ma¬ 
terials especially those which 
are inclined to stretch excess¬ 
ively in width. Check that seam 
former A is in the machine and 
set the stitch selector on 1, the 
stitch length knob on 1 —1.5, 
and the stitch width knob on 
2.5—3. The folding of the fa¬ 
bric and the fine adjustment of 
the stitches are done in exactly 
the same way as for blindstitch- 





A Micviia .saiiwtaiit^ 

Practica 

Ucfore you begiti to sew pai- 
lerns, you should change the 
presser loot. You will find the 
pattern presser foot (4111 3*15) 
in the accessory box. 


Remove the presser foot which 
is on the pres.ser bar and ex¬ 
change it for the pattern pres¬ 
ser foot. When it is in position, 
select the stitch you wish to 
.sew from the above picture or 
from the pattern code. 


The patterns are to he found on 
three so-called seam formers. 
'Ihe utility stitches are grouped 
on seam former A. On the pat¬ 
tern key you can see what pat¬ 
terns you can sew with the dif¬ 
ferent seam formers. The dot on 
the .stitch length knob shows a 
suitable b;isic setting of this 
knob and the stitch width knob 
is usually set on 4. You can na¬ 
turally vary both the stitch 
width and stitch length as de¬ 
sired from these basic settings. 













Practica 

(cont.) 

Different pattern stitches are 
also pictured on the back of the 
seam formers. Check to sec that 
the right seam former is in the 
machine. If this is not the case, 
first set the needle in its high¬ 
est position. Then set the stitch 
width knob on 0 and the stitch 
selector on the zigzag symbol. 
Then grasp the seam former 
with your middle finger on the 
catch. Press it upward, take the 
seam former out of the machine 
and exchange it for the one you 
want to u.se. Siet the seam for¬ 
mer in place, turn it and push 
it in so that it is locked in place 
by the catch. Then set the stitch 
selector, the stitch length and 
stitch width knobs according 
to the pattern key. 

/V(.>77:. Before you make the ad¬ 
justments, be sure that the need¬ 
le is in the highest position. Re¬ 
member that you should begin 
to scw' a short distance in from 
the edge of the fabric. Set the 
thread tension knob on the but¬ 
tonhole symbol. Use embroidery 
thread for pattern stitches. .See 
more about this in the chapter 
’’Do you have the right thread?" 

NOTH: Never start the machine 
before you have made certain 
that a stitch former is in the 
machine. 


Buttonholes 

In order to be able to sew but¬ 
tonholes, we must change to the 
buttonhole presser foot (4111 
650). You will find it in the 
accessory ho.\ and you attach it 
in the same way as the ordinary 
presser foot. The buttonhole 
presser foot is graduated so that 
you can make buttonholes of the 
right length. 



Loosen the thread tension by 
turning the thread tension knob 
to the buttonhole symbol. It 
should perhaps be pointed out 
; that the buttonhole will look 
j better and be more even if you 
I use a finer thread. More about 
! thread can be found in the chap- 
j ter "Do vou have the right 
i thread?’’. ' 
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Practica 

I i>i hiiiumhole selling, yon begin 
as ii'.ual by making sure that the 
needle is in ihe highest posilioa. 
Set Ihe slileh selecUir on .S. Set 
Ihe slileh selector on 5. Set the 
slileh lenglh knob on about 0.3 
anil piess in the reverse stitehing 
billion and fasten il. 

NOIL: When sewing bultonholcs, 
ihethe reverse stitching button 
iiiiist not be regulated by hand, 
lurn Ihe regulator knob for the 
slailing |X)int to the left. l urn the 
stitch width knob to 4 and slide 
the catch under the knob in¬ 
ward. riien lurn Ihe knob to 2. 
towards slop. 

Buttonlioies: 

Combina 

For buttonhole setting, you begin 
as usual by making sure that Ihe 
needle is in the highest position. 
Set the slileh selector on the zig¬ 
zag symbol, lurn the regulator 
knob for Ihe starling point to Ihe 
left. Set the stitch length knob on 
about 0,3 and press in the reverse 
stitching but ton and fasten il. 
NOIL: When sewing buttonholes. 
Ihe reverse sllching button must 
not be regulated by hand. Turn 
the stitch width knob to 4 and 
slide Ihe catch under llie knob in¬ 
ward. Then lurn the knob to 2, 
towards slop. 

Buttonholes: 

Zig-zag 

For buttonhole selling, you liegin 
as usual by making sure that Ihe 
needle is in the highest position, 
lurn the regulator knob for the 
starling point to Ihe left. Set the 
slileh length knob on about 0.3 
and press in the reverse stitching 
button and fasten it. 

NOTE: When sewing builoidioles. 
the reverse stitching button must 
not be regulated be hand. lurn 
the stitch width knob to 4 and 
slide the catch under Ihe knob 
inward. Then lurn the knob to 2. 
towards slop. 

Marking out the button¬ 
holes 



It’s done in such a way that you | 
take a buttonhole knife and care- i 
fully make an imprint Ihreadwise ' 
in the fabric. If the fabric is ! 
washable, you can mark it with ; 
a pencil or chalk. On delicate i 
fabrics, marking is done with | 
thread. ; 

Now you can pace Ihe fabric ■ 
under the pressor fool but re- ] 
member to place the marking with ■ 
attention to Ihe fact that Ihe ma- ■ 
chine begins to sew backward. i 
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(cont.) 

First make a trial buttonhole on 
a scrap of material. Begin by 
sewing the first column. If the 
stitches are not sufficiently 
close together, reduce the stitch 
length .slightly. Stop the ma¬ 
chine when you have reached 
the right length. .See that the 
needle is raised up out of the 
material. 


■Set the .stitch width knob on 4 
and release the reverse stitching 
button by pressing it upward. 
Hold back the feeding of the 
fabric and sew 3—4 stitches. 
[ hen stop the machine with the 
needle up out of the fabric. 


! Set the stitch width knob on 2 
! against stop and the regulator 
‘ knob for the starting point at 
right. Sew the other column un¬ 
til it is as long as the first. Stop 
the machine with the needle up 
out of the fabric. 


.Set the stitch width knob on 4, 
Stop the feeding of the fabric 
and sew 3—4 stitches. Stop the 
machine with the needle up out 
of the fabric. 


Draw the catch on the stitch 
width knob upward and set the 
knob on 0. Lock the thread 
with a few stitches while hold¬ 
ing back the fabric. 
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you will fiiiil in the accessory | 
ho\. is equipped with a sheath 1 
which, when taken off, can he j 
piisheil onto the hack of the : 
knife aiid thus provides a good I 
haiulle. 1 


When you have finished sewing 
all of the buttonholes, it is time 
to cut them. Do this by piercing 
the fabric at right angles until 
the curved edge reaches down 
to the button hole. 


Then tilt the knife toward you t 
and push it carefully forward | 
so that you do not cut through i 
the stitched threads. The small \ 
red head will serve as a guide. ! 
•Stop cutting when it reaches the = 
closing bar. | 

f 


i 

( 

i 

I 


Reinforced buttonholes j 

I 

Ciarments subject to heavy wear | 
or buttons subject to special i 
strain may sometimes require j 
even stronger buttonholes and j 
this is how you make them: j 

Set the stitch selector on 4 and \ 
the starting point regulator on I 
left. Then set the stitch length : 
knob on 0.4. Press in the rever- j 
se stitching button and IcKk it. | 

Set the stitch width knob on 2 j_ 

and lock it. Sew the first co- j 
lumn as for an ordinary but- > 
tonhole. \ 

i 

When the column is sufficiently j 
long, stop the machine with the j 
needle raised out of the labric. | 
turn the knob to right-hand ■ 
starting point and disengage by | 
pressing it upward. Sew the j 
ne.\t column without making i 
any closing bar. Stop the ma- ! 
chine with the needle out ol the j 
fabric when the second column i 
is as long as the lirst. i 
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(cont.) 

Turn the knob to the left starl¬ 
ing position, press in the reverse 
sewing button and lock it in 
position. Sew the first column 
once more. If you should have 
difficulty with the feeding, you 
can increase the stitch length 
somewhat. 


Then make the crosswise stitch¬ 
es. .Set the stitch width on 4 and 
release the reverse stitching 
knob. .Sew 3—4 stitches while 
holding back the fabric from 
the feed. Don’t forget that the 
needle must be out of the fabric 
when making the next setting. 


Now turn the knob to the right- 
hand starting point and the 
stitch width to 2 and sew the 
second column. 


Then set the stitch width knob 
on 4 and sew the closing stitches 
3—+ limes while holding back 
the fabric. 


Finish off the buttonhole by 
selling the stitch width knob on 
0 and locking the thread with 
several stitches while holding 
back the fabric. 
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(. orded buttonholes 


r;ikc some heavier thread, sueh 
as huttonhole twist or extra 
heavy thread, as your inserted 
cord. Attach the thread loop 
around the "heel" of the but- 
U)nhole foot as shown in the 
picture, stretch the thread and 
lower the presser foot. The but¬ 
tonhole is sew n as usual and the 
extra thread is allowed to 
follow' around without being 
pulled. 


When the buttonhole is finished, 
pull the ends of the thread so 
that the loop forms a reinforce¬ 
ment on one end of the button¬ 
hole. Cut off the thread at the 
other end or, even better, thread 
the ends through to the reverse 
side and tie them. 






Sewing on buttons I 

.Set the regulator knob on the I 
left-hand starting point. The ( 
stitch length can be disregarded | 
since the feeder must be dis- j 
engaged, which we will return | 
to shortly. .Set the machine for | 
zigzag stitching. Adjust the 1 
stitch width to the holes in the j 
button. Most machine-made ■ 
buttons have a standard spacing j 
of '/» to (3—1 mm) liet- . 

ween the holes, irregardless of i 
the size of the button. | 
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hewing on buttons 

(cont.) 


Lower the feed dog by turning 
the drop feed button half a turn. 
When the buttons have been 
sewn on and you are returning 
to ordinary sewing, turn the 
drop feed button into its pre¬ 
vious position. Place the button 
so that two of the holes come 
in the recess of the presser foot. 
Set the stitch width knob on a 
suitable setting — approxima¬ 
tely 3, turn the hand wheel to¬ 
ward you and lest carefully 
that the needle goes through the 
centre of first one hole and then 
the other. Depress the fix)l con¬ 
trol without disturbing the po¬ 
sition of the button. Hold both 
thread ends behind the pre.sser 
foot and sew 5—6 stitches, then 
move to the other holes and re¬ 
peat the process. Set the stitch 
width knob on 0 anil lock the 
ihreatl. 


Button reed 

When sewing buttons on gar¬ 
ments, "stem” is often desired 
so that the button stands away 
from the fabric slightly. You 
can use the button reed for this. 
The thin end can he use for 
sewing buttons on thinner ma¬ 
terials. the thick end for hea¬ 
vier fabrics. 


Mark the place where the but¬ 
ton is to be sewed on and place 
the garment under the presser 
foot without lowering it. Insert 
the button reed as shown in the 
illustration and so that the 
marking shows in the centre of 
the opening. Place the button 
on top end lower the presser 
foot. 



ivai^cu avaiiis 

Exchange the ordinary needle 
for a twin needle and he sure 
to see that it is pressed up high 
into the needle clamp. Change 
to presser foot 4111 389 and fit 
the raised seam attachment with 
its straight edge toward you. 
If you wish to use a gimp cord, 
lay this under the raised seam 
attachment when you put it on. 
Place a spool of thread on each 
of the spool pins and thread on 
both sides of the middle ten¬ 
sion disc. Continue threading in 
the same way as for a single 
thread but with one thread 
through each hole in the thread 
take-up lever. And finally, one 
thread in each of the needles. 


In order to prevent the threads 
from becoming entangled, it is 
advisable to thread one at a 
time. Adjust the machine for 
straight stitching. The height of 
the raised seam is adjusted by 
means of the thread tension - 
the harder the thread tension 
the higher the seam will be. If 
you are using a gimp cord, first 
pull it out well behind the pres¬ 
ser foot and then it will only 
be necessary to see that it runs 
freely while you are sewing. 


Parallel raised seams 

If you wish to sew several pa¬ 
rallel seams, you can u.se the 
grooves on the bottom of the 
presser foot as edge guides. 
Place the previously sewn seam 
to the left or to the right of the 
one you are about to .sew and 
let the pres.ser foot guide the 
work. 





IICIIIIIICIS 



The henimers are used when 
you want to sew long hems in 
fabrics which are not excessive¬ 
ly thick. Hemmer 41 11 385 
gives a hem about V„" (5 mm.) 
wide. 



T he edge which is to be hemmed 
must be trimmed and straight. 
You should fold the edge over 
twice — first (4 mm.) and 
then V„" (5 mm.). You only 
need to fold it in this way in 
the beginning of the hem, the 
hemmer itself will take care of 
the rest of the work. 


Insert the folded edge of the 
fabric into the hemmer so that 
it comes properly in under the 
presser foot. Lower the presser 
foot. Sew a stitch where the 
hem stars. Hold the ends of 
the thread firmly in your right 
hand and lift the hemmer some¬ 
what in order to get the edge 
of the fabric into the .scroll. 


Hold the fabric as shown in 
the picture and let the machine 
feed it without pulling or hold¬ 
ing the fabric back. If the edge 
of the material tends to slide 
out of the hemmer, guide it 
somewhat to the right. If too 
much material enters the hem¬ 
mer, draw the fabric somewhat 
to the left. 
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v^uicK niciia 

Practica 

C'ombina 

Quick nioiKi is a Husqvarnu- 
iiiciIkhI, which helps you to 
liarn and mend neatly. The ba¬ 
sic stitch is the three-.step zig¬ 
zag. You also need a piece of 
tarlatan (.stiffened gauze). The 
stiffness in the tarlatan disap¬ 
pears in the ne.xl laundry and 
the mending "melts" into the 
surrounding fabric. The picture 
shows how the various stitches 
are woven itito each other. I'his 
is done by allowing the stitch 
to run back and forth while the 
work is moved slightly side¬ 
ways. You therefore sew back 
and forth ticross the fabric 
without turning it sewing is 
done with the help of the re¬ 
verse fee’ll button. 

-Set the stitch selector on three- 
step zigzag, i.e. on figure 
Then it is time to set the .stitch 
length knob on 0.5 I, depend¬ 
ing on the type of fabric to be 
mended. Thin fabrics require a 
shorter stitch length than thick 
ones. Finally, the stitch vsidth 
knob should be set on 4. With 
regard to the thread, see the 
chapter "Do you have the right 
thread?" 


Threadbare patches 

Practica 

Combina 

Cut out a piece of tarlatan large 
enough to cover the worn pla¬ 
ce. I.ay it on the fabric and sew 
on the right side with "Quick- 
Mend". For short seants it is 
not necessiiry to turn the work 
around since you can sew back 
and forth with the reverse feed 
button. The more threadbare 
the patch, the shorter the stitch. 


Worn edges 

Practica 

Combina 

Fold a strip of tarlatan around 
the edge sew over the whole 
piece with Quick-Mend. If a 
piece of the fabric is missing, 
this must be replaced with 
patching material or a double 
fold of tarlatan before you sew 
across with the Quick-Mend. 
The stiieh length should be 
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^Miiaii burns in ciotiis 

Practica 

Combina 

Cm away (he burned pari, place 
a double bit of tarlatan over 
the hole and stitch closely all 
over on the right side with the 
"Quick-Mend". The tarlatan 
helps to hold the fabric in place 
anil prevents it from puckering 
at the stitches. A small darn 
like this one is practically in¬ 
visible after laundering. .Stitch 
length 0..“'. 

Larger holes 

Practica 

Combina 

If the hole is larger than a 
fingernail, it must be filled in 
with some patching material — 
or if none is available — a 
double layer of tarlatan — be¬ 
fore it is stitched over with the 
Quick-Mend. Cut out a piece 
of patching material which is 
larger than the hole. Stitch this 
onto a piece of tarlatan which 
has been cut about “/ 1 „" (5 
mm.) larger all around than the 
patching material. Trim the ed¬ 
ges of the hole, place the patch¬ 
ing material underneath and 
stitch it down all around. 


Sew' on the right side with 
small stitches using "Quick- 
Mend”. Be careful to see that 
the mend covers the tarlatan 
which is on the reverse side of 
the fabric. Stitch length 0.75 
— I. 


1 



l orn corners 

Practica 

Combina 

Cut out a new corner of the 
patching material similar to 
that which has been torn off. 
Stitch the new corner onto a 
piece of tarlatan. 







l-'okl the piece of larhilan over 
the corner. Fold in the edges 
neatly and sew over with the 
’■Quick-Mend". 


Patching 

Practica 

Combina 

l.arge holes in towels, sheets, 
etc. are most easily mended by 
means of a patch sewed on with 
"Quick-Mend”. Cut out a patch 
of the patching material large 
enough to cover the worn part 
completely. Sew the patch on 
the right side with Quick-Mend 
and cut away the worn material 
on the reverse side about — 
■F«" (0.5—1 cm) from the stitch¬ 
ing. and sew the edges of the 
patch down with Quick-Mend. 
■■\fter this you can sew one or 
more Quick-Mend seams all 
around in order to strengthen 
the mend still further. 

Stitch length 1. 


Patching terry cloth 

Practica 

Combina 

Cut out a piece of terry cloth 
and sew it on with three-step 
zigzag over the worn spot 
which has first been trimmed. 
.Sew back and forth over the 
whole patch with the Quick- 
Mend using long stitches. Stitch 
length 0.75—1. 
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Practica 

Combina 

( lolhcs can easily he torn hy 
being caught up in something, 
lo repair such a tear, place a 
piece of lining I'ahric under the 
tear, arrange the torn threads 
and. if necessary, fill in with a 
small piece ol the same labric. 

1 hen stitch over the tear with 
Quick-Mend. Trim the lining 
fabric on the inside. Stitch 
length 0 . 75 —1. 

Let-in patch 

Practica 

Combina 

1 rim the hole and then cut out 
a patch of the fabric large 
enough to completely till the 
hole. Attach the patch to a 
larger piece of lining fabric — 
preferably taffeta — with a 
couple of pins and place it un¬ 
der the hole. Make sure that the 
edges fit together well and 
stitch directly across the join 
with Quick-Mend. Sew a couple 

i of extra rows of stitching if the 

[ patched place will be subjected 
to wear. Stitch length 0.75—1. 

I Patching knitwear 
Practica 
I Combina 

I rim the hole and cut out a 
piece of knitwear to cover the 
hole. .Sew on with three-step 
zig-zag and reinlorce hy sewing 
once or several times around the 
hole. Tears in knitwear are 
mended by placing the edges to¬ 
gether and sewing across the 
joint vxith three-step zigzag. 
Then reinforce them hy sewing 
across the tear a couple of extra 
times. This is most suitably done 
by turning the fabric each time. 
Stitch length 0.75—I. Slacken 
the thread tension slightly tind 
the stitches will be more elastic. 

I 

j Broken seams 
Practica 
Combina 

Broken seams in underwear are 
mended by sew'ing them toge¬ 
ther with three-step zigzag. 
Torn lace can also be mended 
with Quick-Mend using the 
thinnest po.ssibic mending cot¬ 
ton. You can use a [liece of tul¬ 
le as the mending material. 
Stitch lencth 0.75—1. 
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f Mi iitwiiMtii^ aaiVi'*’ 

hods, useful for the 
zigzag models 

I'hreadbare patches 
Zig-Zag 

Cut out a piece of turlutun 
large enough to cover the worn 
place. Lay it on the fabric and 
sew' on the right side with 
straight stitch. For short seams 
it is not necessary to turn the 
work around since you can sew' 
back and forth with the reverse 
feed button. The more thread¬ 
bare the patch, the shorter the 
stitch. 


Worn Edges 
Zig-Zag 

Fold a strip of tarlatan around 
the edge and sew over the who¬ 
le piece with straight stitch. If a 
piece of the fabric is missing, 
this must be replaced with 
patching material or a double 
fold of tarlatan before you sew' 
across with straight stitch. The 
stitch length should be about 
O.T.S-d. 


Small burns in cloths 
Zig-Zag 

Cut away the burned part, pla¬ 
ce a double bit of tarlatan over 
the hole and stitch closely all 
over on the right side with 
straight stitch. The tarlatan 
helps to hold the fabric in place 
and prevents it from puckering 
at the stitches. A small darn 
like this one is practically in¬ 
visible after laundering. 


Larger holes 
Zig-Zag 

If the hole is larger than a 
fingernail, it mast be filled in 
with some patching material 
or if none is available — a 
double layer of tarlatan — be¬ 
fore it is stitched over with 
.straight stitch. Cut out a piece 
of patching material which is 
larger than the hole. Stitch this 
onto a piece of tarlatan which 
has been cut about V,." (5 
mm.) larger all around than the 
patching material. Trim the 
edges of the hole, place the 
patching material underneath 
and stitch it down all around. 
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(ct)nt.) 


Sew on ilie right siitc with 
small stitches using st might 
stitch. Be careful to see that the 
mcnil covers the tarlatan wriich 
is on the reverse side of the 
fahric. Stitch length 0.7? 1. 


Torn corners 
Zig-Zag 

( ill out a new corner of the 
patching material similar to that 
which has heen torn oil. Stitch 
the new corner onto a piece of 
tarlatan. 


l-it in the new corner which is 
sewed onto the piece of tarla¬ 
tan so that it is edge to edge 
with the towel. 


h'old the piece of tarlatan over 
the corner. Fold in the edges 
neatly and sew over with 
straight stitch. 






Zig-Zag ! 

Large holes in towels, sheets. ■ 
ete. are most easily mended hy i 
means of a pateh sewed on with j 
zigzag. Cut out a patch of the ■ 
patching material large enough | 
to cover the worn part comple- ■ 
tely. ! 

Sew the patch on the right side 
with zigzag and cut away the | 
worn material on the reverse j 
side about Vw Lm" (0.5 1 : 

cm) from the stitching, and sew | 
the edges of the patch down ! 
with zigzag. After this you can ' 
sew one or more zigzag seams i 
all around in order to streng- | 
then the mend still further. ; 

Stitch length I. I 


Patching knitwear 
Zig-Zag I 

Trim the hole and cut out a ; 
piece of knitwear to cover the : 
hole. Sew' on with zigzag and . 
reinforce by sewing once or se- = 
veral times around the hole. ? 
dears in knitwear are mended j 
by placing the edges together : 
and sewing across the joint with . 
zigzag. Then reinforce them b\ 
sewing across the tear a couple j 
of e.vtra times. This is most suit- . 
ably done by turning the fabric , 
each time. Stitch length 2, stitch j 
width 3. Slacken the thread ten- [ 
sion slightly and the stitches | 
will he more elastic. 

i 

I 

Broken seams 
Zig-Zag 

Broken seams in underwear are ^ 
mended by sewing them toge- ! 
ther with three-step zigzag. | 
Torn lace that has come loose, ‘ 
can also be mended with zig- ; 
zag using the thinnest possible j 
mending cotton. You can use a ; 
piece of tulle as the mending ; 
material. Stitch length 2, stitch 
width 3. : 


I 





Presser foot pressure can Ite 
adjusted with the aid of a gra¬ 
duated knob located behind the 
cover on the left-hand side of 
the machine. Open the cover as 
shown in the illustration and 
turn outwards. When the cover 
is closed again, sec that the 
thread is not jammed. 


.Set the knob in position 3 for 
normal pressure but for very 
thin fabrics it may be better to 
reduce the pressure somewhat, 
i.e. to set the knob at a lower 
figure. 


Releasing foot pressure 

Behind the cover on the left- 
hand side of the machine is a 
red button which releases pres- 
-ser foot pressure. Releasing 
pressure is done as follows: 

Pre.ss the red button downward 
toward you. Restore pressure by 
pres.sing the red button down¬ 
ward away from you. 

Always lower the presser foot 
when you make adjustments. 
Relea.sing the pressure makes it 
possible to do all mending work 
by moving the fabric forwards, 
backwards and .sideways by 
haml. 


Mending with the 
ordinary presser foot 
and released presser 
foot pressure 

1 he material should prelerably 
be stretched in an embroidery 
frame. Use tarlatan as mending 
material for larger holes. Set the 
machine for straight stitching. 
After having lowered the feed 
dog and released the presser 
foot pressure, you can move the 
embroidery frame in any direc¬ 
tion you choose, back and forth 
or in circles in order to mend 
the pattern in a tablecloth, for 
e.sampic. 

Do not forget to restore presser 
foot pressure before using the 










II 



40 15 SW Buttonhole knife 


41 12 669 Large screwdriver 


41 12 697 Small screwdriver 


41 11 383 
I'rcsser fool for 
straight stitching 
and /ig/ag. Filled 
on the machine 


41 11 385 
Heninier. 

(5 niml. straight and 
zig-zag stitching 


4111 389 
Raised seam 
presser fool, 
three grooves 


4111 395 
Pattern presser 
fool. 
Praclica 


4111 650 
Buttonhole 
presser foot. 


I’ritclicti 

A. 41 12 470 01 

B. 41 12 4704)2 
C . 41 12 470 03 

Seam former 


4 ^ 


41 I 1 483 
Zipper foot 
adjustable 


40 15 427 
Raised seam 
altaehmenl 


40 15 460 
Darning ft)ol, 
with or without 
cord insertion 


41 12 522 
Blindslitching 
attachment 
Praclica 
Combi na 


















Extra accessories 




4111 3X6. Jointed heninicr for scalloping. 
(3 mm), zigzag and hard thread tension, 
able for .soft material. 



41 II 384. Straight stitch jointed hemmer, Vm" 
t2 mm). 



41 II 387. Jointed hemmer for rolled seams, 
t2 mm), zigzag. Suitable for thin material. 




41)‘>3 1)22. Piping attachment. Insert the cord 
between the layers of the material. 


41 II 388. Jointed presser foiU. 1 groove 
raised seam, with or without gimp. 


41)93 019. Presser foot for gathering. Gather 
the material a,s you sew, the harder thread 

. IK»>rino 


40 93 005. Presser foot for attaching braiding, 
which is inserted through a guide and attached 
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4093015 
Presser foot, extra 
narrow, for straight 
stitching 


40 15 395 
Prcsser foot for 
narrow stitches 
and zippers 


41 11 394 
Prcsser foot for 
extra fine straight 
stitching in thin 
fabrics 



For making closing bars around holes, for ex¬ 
ample in belts, for cording or as embroidery, 
the feed dog is covered by a plate. Available 
for different hole-diameters. 


40 15 454. Plate for darning and embroidering 
with straight stitching especially in thin fabrics. 

41 10 586. Prcsser foot with round needle hole 
especially for straight stitch darning. 



40 15 423. Throat plate for eyelets, 

(3,5 mm). 

40 15 432. Throat plate for eyelets (5 mm). 

40 15 433. Throat plate for eyelets Vm" (6 mm). 




41 II 866-01. Glide plate. Teflon. Attach under 
the presser f»x>t when sewing in foam plastic, 
textile plastic, laminated fabrics. For other fric- 

f OM'I ___ 4 1 I-I K« 


40 93 028. Frame with 8" (20 cm) diameter for 
darning and embroidery. 

40 93 029. Frame with 6" (15 cm) diameter for 
darning and embroidery. 

40 93 030. Frame with 4" (10 cm) diameter for 
darning and embroidery. 



-ir> ts -»HK t-'ranip with (5.5 cm) diameter 
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I will nccillc Ni). ')() 
w'illi ''/«■" (2 mill) 
iiccdlc distance. 
4111 621-01 
Twin needle No. 90 
with !h" (.4 Him) 
needle dislanec. 
4111 621-02 
Twin needle No. 90 
with '-/■.a' l4 mm) 
needle distanee. 

I'or parallel seams 
and twin needle 
seams. Max. stitch 
width setting for 
/ig /ag and pattern 
slilehinu 2..*' resp. 
L.s and^). 


4111 622-01 

1 riple needle No. 90 
with -'/.a' (2.5 mm) 
needle distanee. 

4111 622-02 

Triple needle No. 90 
with ' s" (.5 mm I 
needle distanee. 

For parallel scams. 
Max. stitch width 
setting for /ig-/ag 
and pattern stitching 

2 resp. 5. 

.•\ speeitd spool pin. 
40 15 600. can he 
Used for placing the 
three spools. 


! 41 12 6«4 
] Wing needle prodii- 
I ees a hemstiteh- 
i effect. C;in lie used 
I for /ig-/.ag and 
pattern stitching. 


41 12 6K.) 

( lilting needle 
No. 100 for sew ing 
in leather. 


41 I2 6S5-0J 
No. 100 Slotted 
needle for people 
with impaired 
vision. The needle- 
eye is supplied with 
a slot. When 
threading, ptiss the 
thread along the 
needle, until the 
thread glides 






















Hinder. C an be ■ 

u^ed fi)r folded s 

as well as unfolded | 
edgings up lo a j 

width of '“/i.." 

(24 mm). 


40 I 5 367 

Hemsiiteher. j 

Hut the fork be¬ 
tween two layers 
of material, which 
iiie sewn together 
with straight 
stitching and long 


40 15 813 
•Attachment for 
circular sewing. 
Stretch the fabric 
over an embroidery 
hoop, place a pin 
in the middle and 
attach in the guide. 


40 99 001 
Weaver’s reed. 
Wind the yarn over 
the reed and sew 
on with straight 
stitch. S|x;ci;il pres- 
ser foot for rug 
sewing. 40 93 017. 


40 93 020 
Ruffler. C an be set 
for gathering or 
puckering at every, 
every 6th. or every 
12th stitch. 











Fault Finding 


Itv most cases poor sewing results are due 
to a damaged needle. Therefore always 
examine the needle first before taking 
any other action. 

Unallradive stilches — unaUracsive 
scam 

1. The needle is incorrectly inserted. 

See page 5. 

2. The needle is bent or blunt. 

Change the needle. 

,3. The thread tension is not correct. 

See page U). 

4. The machine may be incorrectly 
threaded. Correct threading, 
see pages 8—9. 

5. The needle, thread and fabric do not 
correspond. See table on page 5. 

6. Incorrect lower thread. It should be of 
the same thickness as the upper thread. 

7. Lower thread unevenly wound. 

See page 6. 

8. Bobbin incorrectly inserted in bobbin 
case. See page 7. 

L ower lliieud not l>ron;chl up by 

the upper thread 

Needle incorrectly inserted. 

■See page 5. 

Needle breaks 

1. The throat plate is too loose. Tighten 
the throat plate with the larger screw¬ 
driver. See page 45. 

2. You may have helped the machine to 
feed through the fabric by pulling it. 
The needle can then easily come 
against the throat plate and be broken. 

Upper thread breaks 

1. 'Hie needle is bent or blunt. 

2. T he needle is incorrectly inserted. 

See page 5. 

3. 't he upper thread is incorrectly thread¬ 
ed. Correct threading on page.s 8—9. 

4. The upper thread may be too tightly 
ten.sioned. See thread tension on page 
10. 

.s. Knots in the thread. 

6. The needle and thread do not corres¬ 
pond. See needle and thread table on 
page 3. 

7 . 'Lhe hole in the throat plate may be 
chipped and have sharp edges. Polish 
with an emery cloth or change the 
throat plate. See page 45. 

8. The needle groove or needle eye may 
have sharp edges. Change needle. 

See page 5. 

t.ower thread breaks 

1. Bobbin ease incorrectly in.serted. 

See pages 7 , 8. 

2. Lower thread may be incorrectly 
threaded. See page 7. 

3. Lower thread too tightly tensioned. 
Page 7 show how to correct this fault. 

4. Bobbin unevenly wound. See page 6. 

5. Bobbin wound too full. See page 6. 


6. Throat plate hole damaged. Polish it 
with an emery cloth or change the 
throat plate. See page 45. 

Machine does not feed the fabric 

1. The stitch length knob is set on 0, 

2. The feed dog may be lowered. Raise 
it by turning the feed dog lowering 
button half a turn. See page 28. 

3. Presser foot pressuie may be released. 
See page 38. 

Irregular bobbin winding 

1. The bobbin i,s not pres.sed in far 
enough. See page 8. 

2. The machine is not correctly threaded 
for bobbin winding. See page 6. 

3. The thread guides for bobbin winding 
i.s not correctly adju,sted. See page 6, 

Uiieyen thread tension 
1. 'Lhis may be due to poor thread 
quality. 

Ihthric puckers 

1. The upper thread is too tightly ten¬ 
sioned. Correct upper thread tension is 
illu.stratcd on page 10. 

2. Upper and lower thread tension too 
tight In relation to the thickness of the 
fabric. See page U). 

Stitch length varies 

The feed dog is choked by du.st and dirt. 
Clean it with the special brush. See page 
45. The pre.sser fool pressure is released. 
See page 38. 

The scant is loo loose •— jahric layers not 
held together 

The thread tension is loo slack. The ad¬ 
justment of the thread tension is illu¬ 
strated on page 10. 

Machine does not sew the stiteh 
indicated 

Seam former incorrectly inserted. 
Directions on page 22. 

Machine runs sluggishly 

1. Dirt or lint have got under the throat 
plate. Loosen the throat plate and 
brush clean between the teeth of the 
feed dog. 

2. Dirt or lint have got inlo the shullle. 
Take out the bobbin and bobbin case 
and brush clean with special brush. 

3. This may also he because the machine 
has not been lubricated for a long 
time. See the chapter on lubrication 
on page 44. If the wrong type of oil 
was previously used, consult your lo¬ 
cal Husqvarna representative. 

Machine is noisy 

In most ca.scs this i.s due to poor lubri¬ 
cation. See lubrication instructions on 
page 44. 
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